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DEGRADATION OF A MULTILAYER INSULATION DUE TO 
A SEAM AND A PENETRATION 
by Irving E. Sumner 
Lewis Research Center 
SUMMARY 
An experimental investigation was conducted to determine the degradation of the 
thermal performance of a multilayer insulation due to the presence of a seam and a pen- 
etration. The multilayer insulation consisted of two blankets; each blanket contained 
15 double-aluminized Mylar radiation shields alternated with 16 double silk net spacers. 
The radiation shields and silk net spacers of each blanket were enclosed between two 
laminated, aluminized Mylar/Dacron scrim cover sheets. The seam configurati~n con- 
sisted of a butt joint in each insulation blanket that was offset by 8.9 centimeters 
(3.5 in. ). A cylindrical fiberglass tank-support strut that penetrated the insulation was 
installed for the penetration test. 
The multilayer insulation blankets tested were flat circular panels 147 centimeters 
(58 in. ) in diameter. The thermal performance was experimentally determined by means 
of a flat-plate calorimeter. All insulation thermal performance tests were conducted 
under vacuum conditions at a nominal hot-boundary temperature of 300 K (540' R) with 
liquid hydrogen as  the heat sink. 
The experimental results indicated that the presence of the particular seam config- 
uration tested caused a heat input of 0.169 watt per meter (0. 176 Btu/hr-ft) along the 
length of the seam, in addition to the basic multilayer insulation thermal performance of 
0.388 watt per square meter (0.123 ~tu/hr-ft2) obtained before the installation of the 
seam. The presence of the fiberglass strut penetrating the multilayer insulation blankets 
caused a gradient in the radial temperature profile of the insulation out to a radius of ap- 
proximately 50 centimeters (20 in. ) and provided a heat input of 0. 543 watt (1. 853 Btu/ 
hr) in addition to the basic multilayer insulation thermal performance of 0.452 watt per 
2 square meter (0.143 Btu/hr-ft ) obtained before the installation of the strut. 
INTRODUCTION 
The advent of high-energy upper-stage space vehicles and long orbital and planetary 
missions has led to the development of multilayer insulation (NILI) for use in cryogenic 
storage. Investigations (e. g. , refs. 1 to 3) have shown that MLI can be effective in re- 
ducing radiant heat transfer to cryogenic propellant tanks, which for long missions can 
be the major mode of heat transfer. 
To examine some of the problems associated with the design, fabrication, instal- 
lation, and testing of a thermal protection system for a prototype high-energy upper 
stage, the Lewis Research Center started work on a cryogenic storage test vehicle 
(CSTV) in the early 1970's. The CSTV used shadow shields in conjunction with a payload- 
toward-the-Sun orientation for deep-space thermal protection and a modularized 30- 
layer, tank-mounted, multilayer insulation system for thermal protection while in a near- 
Earth environment. This insulation system consisted of twelve 60O-~ore panels mounted 
on the side of the liquid-hydrogen propellant tank and four conical polar caps located at 
the top and bottom of the tank. The liquid-hydrogen propellant tank, surrounding truss 
structure, shadow shields, and simulated payload were subsequently tested in both the 
deep-space and near-Earth environmeilts (refs. 4 to 6). To determine more precisely 
the basic thermal performance of the CSTV tank-mounted multilayer insulation system 
. 
for the near-Earth environmental conditions, it was desirable to conduct separate sub- 
scale thermal performance tests to determine the effect of (1) the seams between the 
MLI 60O-~ore panels and (2) the penetrations through the insulation panels. 
The CSTV multilayer insulation system itself was composed of two insulation blan- 
kets, each consisting of 15 double-aluminized Mylar radiation shields alternated with 16 
double silk net spacers. The radiation shields and silk net spacers of each blanket were 
enclosed between two laminated aluminized Mylar/Dacron scrim cover sheets. The 
edges of two adjacent MLI 60O-~ore panels were butted to form a butt joint with a portion 
of the cover sheet overlapping the butt joint on each side of the insulation blankets. The 
butt joints in the inner and outer insulation blankets were offset to further insure that 
there was no direct path for thermal radiation to reach the propellant tank. The major 
penetrations through the insulation panels were 12 fiberglass tank support struts. To ac- 
commodate the modularized insulation concept, the insulation panels were notched in the 
area of the tank support brackets to allow for easy removal and replacement of the in- 
sulation panels. The notched areas where the fiberglass struts were attached to the tank 
support brackets were covered with a five-layer MLI panel. 
The purpose of this report is to present the results of Lewis investigation to exper- 
imentally determine the degradation in thermal performance of the basic MLI of the 
CSTV tank-mounted insulation system caused by the presence of (1) the seams in the 
MLI blankets and (2) a fiberglass tank support strut penetrating the insulation. The MLI 
panels tested were flat, circular panels, 147 centimeters (58 in. ) in diameter. The 
thermal performance of the MLI was experimentally determined with a double-guarded 
flat-plate calorimeter that was 152 centimeters (60 in. ) in diameter. The tes ts  were 
conducted at a nominal hot-boundary temperature of 300 K (540' R) with liquid hydrogen 
as  the low-temperature heat sink. With one exception, the tests were conducted in  a 
vacuum of 1 x 1 0 ~ ~  newtons per square meter ( 1 ~ 1 0 - ~  torr)  or less to reduce the heat 
transfer due to  gaseous conduction within the insulation. 
SYMBOLS 
d depth of gap in butt joint, m (ft) 
f dimensionless function of butt joint width to depth ratio, 6/d 
K thermal conductivity, W/m.K (Btu/hr-&-OR) 
2 length of butt joint, m (ft) 
N number of radiation shields 
m layer density, layers/cm (layers/in. ) 
2 P interstitial pressure, N/m (torr) 
Q heat flux, w/m2 (~tu/hr-ft2) 
q heat-transfer rate, W (Btu/hr) 
r radius, m (ft) 
T temperature, K VR) 
t thickness of aluminizing per radiation shield, m (ft) 
6 width of gap in butt joint, m (ft) 
E room-temperature emissivity of aluminized surfaces of radiation shields 
pn near-normal reflectivity of aluminized surfaces of radiation shields 
2 4 CT Stefan-Boltzmann constant, 5 . 6 7 0 ~ 1 0 ~ ~  W/m K (1 .714~10-~  Btu/hr-ft2-'R4) 
Subscripts : 
av average 
bj butt joint 
c cold 
h hot 
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All of the multilayer insulation thermal performance tests were conducted on a 
large, flat-plate calorimeter (figs. 1 and 2). The MLI thermal performance was deter- 
mined by measuring the heat input (liquid-hydrogen boiloff) into the measure tank. The 
112-centimeter (44-in. ) diameter measure tank was filled with copper wool to prevent 
temperature stratification of the liquid hydrogen. The measure tank was set into an 
inner and outer cold guard (fig. I), each of which was 147 centimeters (58.0 in. ) in 
diameter. The cold guards reduced extraneous heat leaks into the measure tank and 
minimized insulation edge effects on the heat-transfer measurements. Cold traps were 
provided on the vent and fill lines for the measure tank to reduce the extraneous heat 
leaks into the measure tank from this source. The two cold traps were continually filled 
with liquid hydrogen from the outer cold guard and were vented to the ullage volume of 
the inner cold guard. 
A socket in the center of the measure tank was provided so  that a thermal link could 
be mechanically attached to the measure tank. The thermal link provided a separate 
measurement of the heat input to the measure tank coming from the fiberglass strut that 
was penetrating the multilayer insulation. 
The three tanks were constructed of oxygen-free, high-conductivity (OFHC) copper 
having a minimum thickness of 0.95 centimeter (3/8 in. ) to minimize the temperature 
gradients in the tank walls. The tanks were supported and thermally isolated from each 
other by small Bakelite spacers. 
The hot -side boundary temperature for the multilayer insulation was maintained by 
the shroud assembly. The outer shroud could be chilled to cryogenic temperatures by 
flowing liquid nitrogen or liquid hydrogen through cooling coils welded to the top and 
sides of the shroud. The liquid-hydrogen boundary temperature was required when con- 
ducting a null test to determine the extraneous heat leaks into the measure tank. The in- 
ner shroud assembly, consisting of three separate heating zones, was used to provide 
the desired hot-side boundary temperature for the insulation thermal performance tests. 
The temperature of each heating zone, which was maintained by a separate electrical 
heater, could be set at any desired boundary temperature between 78 and 389 K (140' and 
700' R). Except during a null test, the hot -side boundary temperature was set at 300 K 
(540' R) for this test program. 
The flat, circular multilayer insulation blankets were mounted on the top of the 
measure tank and inner cold guard for the thermal performance tests. Thus, the only 
force tending to compress the insulation blankets was the weight of the blankets them- 
selves. The width (17.3 cm (6. 8 in. )) of the inner cold guard as well as the heated edge 
guard minimized the effect of any radial temperature gradients present near the edge of 
the MLI blankets. The edge guard was fabricated from 0.16-centimeter (1/16-in. ) thick 
Teflon, etched for adhesive bonding. The Teflon strip was both adhesively bonded and 
mechanically fastened to the edge of the inner cold guard. The top of the edge guard was 
heated by a Nichrome alloy wire; the temperature at the bottom was maintained Elose to 
liquid-hydrogen temperature by the inner cold guard to approximate the normal temper - 
ature profile through the multilayer insulation. The inside surface of the edge guard was 
covered with aluminized Mylar tape to minimize radiation heat transfer (radiation tunnel- 
ling) laterally into the multilayer insulation. The temperature profile from the top to the 
bottom of the edge guard was monitored by several Chromel-Constantan thermocouples. 
The electrical power to the Nichrome heater was adjusted to maintain the temperature of 
the top of the edge guard to approximately 300*ll K (540°*200 R). 
A view of the calorimeter ready for installation and inspection of the multilayer in- 
sulation system is shown in figure 2. A second view of the calorimeter, with additional 
insulation added to the bottom and sides and ready for installation in the vacuum cham- 
ber, is shown in figure 3. The additional insulation was required to prevent the cry - 
ogenic liquid in the outer cold guard and cold traps from boiling away too rapidly. 
Vacuum Chamber 
All tests were conducted with the calorimeter mounted within a cylindrical vacuum 
chamber 1.83 meters (72 in. ) in diameter by 2.90 meters (114 in. ) high. Three 0.25- 
meter (10-in. ) oil diffusion pumps were provided a vacuum capability in the high 
newton per square meter (10'~ torr) range at ambient temperature and in the low lom4 
newton per square meter (lom6 torr) or high newton per square meter (lom7 torr) 
range with the calorimeter filled with liquid hydrogen. 
Multil ayer Insulation 
Two separate sets of multilayer insulation blankets were used in this test program. 
The first set was used to experimentally determine the thermal degradation caused by 
the presence of a seam in the insulation blankets; the second set was used to determine 
the degradation caused by the presence of a fiberglass tank-support strut penetrating the 
insulation blankets. In each case the MLI blankets were tested, first, to determine the 
basic thermal performance of the undisturbed insulation and then, second, to determine 
the thermal performance after the insulation had been modified to incorporate the seam 
or penetration. 
The basic multilayer insulation used for each thermal performance test consisted of 
two MLI blankets. Each blanket consisted of 15 double -aluminized Mylar radiation 
shields alternately spaced with 16 double silk net spacers. A laminated, aluminized 
Mylar/Dacron scrim cover sheet was applied to each side of each blanket. The layup of 
cover sheets, radiation shields, and sills. net spacers was held together by pylon button- 
pin studs spaced on 20 -centimeter (8-in. ) centers. Each MLI blanket was 147 centi- 
meters (58.0 in. ) in diameter. The first two-blanket MLI configuration tested in this 
program had a nominal measured layer density of 17.4 layers per centimeter (44.2 
layer s/in. ), and the second two -blanket configuration had a nominal measured layer den- 
sity of 20 .6  layers per centimeter (52.3 layers/in. ). The difference was caused by the 
layup of the silk net spacers and the length of the nylon button-pin studs used in assem- 
blying the MLI blankets. 
After the first two-blanket MLI configuration had been tested for this program to 
determine its basic thermal performance, the blankets were modified to create a butt 
joint between the two segments of each blanket as shown in figure 4.  The butt joint in 
each blanket was overlapped by the cover sheet on each side to prevent thermal radiation 
from penetrating directly through the blanket. The width of the gap between the two seg- 
ments of each blanket was nominally maintained at  approximately 0 . 3  centimeter 
( 1  in. . The offset between the butt joints in the first  and second MLI blankets was 8.9  
centimeters (3.5 in. ). Velcro fasteners adhesively bonded to the face of the calorimeter 
and the cover sheets maintained the width of the gap and the offset of the butt joints during 
the thermal performance test. A photograph of the MLI blankets with the butt joint, as  
installed on the calorimeter, is shown in figure 5. 
After the second two-blanket MLI configuration had been tested to determine its basic 
thermal performance, the blankets were modified to allow penetration of the fiberglass 
tank-support strut. A photograph of the strut, installed on the face of the calorimeter 
without the MLI blankets, is shown in figure 6. This strut  was identical to the ones used 
to support the CSTV liquid-hydrogen tank from its t russ  structure. The hollow fiber - 
glass (ref. 7) strut had a nominal outside diameter of 3.81 centimeters (1.50 in. ) and a 
nominal wall thickness of 0.076 centimeter (0.030 in. ). The length of the strut  was 66 
centimeters (26 in. ) from center to center of the end fittings. The hollow interior of the 
strut was approximately half filled with chopped aluminized Mylar/Dexiglas to act as a 
thermal radiation barrier .  As shown in figure 6, the strut  was attached to an aluminum 
model of the CSTV tank support bracket. The bracket, in turn, was adhesively bonded 
and mechanically fastened to the thermal link which was threaded into the socket in  the 
center of the measure tank. Small rectangular holes were cut through the MLI blankets 
to allow the attachment point of the support bracket to penetrate the insulation. The 
attachment point where the fiberglass strut was bolted to the tank support bracket and the 
adjacent area were covered with a five-layer blanket, which was attached to the outer 
main insulation blanket with Velcro fasteners. The outer cover sheet of the five-layer 
MLI blanket ran part way up the strut (fig. 7) and was then taped in place. 
Instrumentation and Controls 
The radial and normal temperature profiles for the MLI blankets were measbred 
with 0.020 -centimeter (0.008-in. ) diameter wire Chromel -Constantan thermocouples. 
The radial thermocouple pattern used on the six instrumented radiation shields (shields 
1, 9, 17, 18, 26, and 34 starting from the coldest shield adjacent to the measure tank 
and inner cold guard) for  the f irst  MLI blanket configuration is shown in figure 4. The 
radial thermocouple patterns used on the 10 instrumented radiation shields (shields 1, 5, 
9, 13, 17, 18, 22, 26, 30, and 34) for the second MLI blanket configuration used with the 
fiberglass tank support strut is shown in figure 8. The thermocouple junctions a s  well 
as the constant-radius isothermal lead lengths of the wires were adhesively bonded to 
either a cover sheet or radiation shield and then covered completely with aluminized 
Mylar tape. The thermocouple wires were then run radially to the edge of the sheet and 
shield and were continuously taped in place. Thermocouples of the same type were also 
attached in a similar manner to the fiberglass tank-support strut. Additional Chromel- 
Constantan thermocouples were also used to measure temperatures of the calorimeter 
tanks, cryogenic service lines, and shroud assembly. The temperatures measured by 
the Chromel-Constantan thermocouples had a maximum uncertainty (3 -a deviation) of 
*5 K (4 '  R) at liquid-hydrogen temperature. This uncertainty improved to &. 33 K 
(*4.2' R) at room temperature. 
Additional temperature measurements a t  certain points on the calorimeter tanks, 
cryogenic service lines, and the inner shroud assembly were obtained using platinum 
resistance thermometers to improve the accuracy of the measurements. These 
thermometers had a maximum uncertainty (3-a deviation) of +0.09 K (*O. 16' R) a t  liquid- 
hydrogen temperature and *0.4 K (*O.vO R) at the normal shroud temperature of 300 K 
(540' R). 
Measure tank and cold-guard pressures were measured with bonded strain gage 
transducers which had an estimated uncertainty of +O. 25 percent of full scale. Vacuum 
levels within the vacuum chamber were measured by means of ionization gages. 
The measure-tank and cold-guard pressures were maintained at a constant level by 
separate closed-loop control systems as shown in figure 9. These pressure-control sys- 
tems used high-resolution, diff erential-pressure , capacitance transducers which sensed 
very small pressure variations inside the tanks relative to an absolute reference pres- 
sure. The electrical output signals from the transducers were transmitted to control 
units for the motorized pressure -regulating valves in  the measure tank and cold-guard 
vent lines in order to regulate the liquid-hydrogen boiloff flow rates, thereby maintaining 
the tank pressures at constant values. The reference pressure was provided by a 0.0148 
3 
cubic meter (0.523 ft ) gaseous nitrogen tank maintained at a constant temperature by an 
ice bath. This system maintained the measure tank and cold-guard pressures to within 
5.5 newton per square meter (0.0008 psi) of the desired value. The desired measure 
5 tank pressure was varied slightly from test to test within the range of 1.OOXlO to 
5 1.43X10 newton per square meter (14.5 to 16.6 psia). It was not necess*ary to closely 
control the cold-guard pressure to a narrow A P  band slightly above the measure tank 
pressure for this flat-plate calorimeter configx-ation because the measure tank was lo- 
cated above the cold -guard tanks. However, the cold-guard pressure was controlled be - 
tween 70 and 140 newtons per square meter (0.01 and 0.02 psi) above the measure tank 
pressure during approximately one-half of the tests conducted. 
The liquid-hydrogen boiloff flow ra te  from the measure tank was metered by one of 
four mass flowmeters. These meters were calibrated with gaseous hydrogen and had 
nominal full-scale ranges of 0 to 10, 0 to 50, 0 to 500, and 0 to 5000 standard cubic cen- 
timeters per minute (0.021, 0. 106, 1.06, and 10. 6 scfh). The uncertainty associated 
with these meters was kO. 5 percent of full scale. 
The temperature of the inner shroud assembly was controlled in a closed-loop mode 
by three separate direct -current electrical heaters and their associated controllers. 
0 0 The temperature of the inner shroud assembly was maintained at 300*1 K (540 & R) 
except during the null tests. 
A thermal link was used to determine the heat input from the penetration to the 
measure tank separately. The thermal link consisted of a thin top plate, 10 centimeters 
1 (4 in. ) in diameter, and a cylindrical shaft, 10.8 centimeters (4- in. ) long and 1.42 cen- 4 
timeters (0.560 in. ) in diameter, machined from phosphorus deoxidized copper. The 
shaft was threaded to mate with the socket in the center of the measure tank. The tem- 
perature difference between the top and the bottom of the cylindrical shaft, as measured 
by two platinum resistance thermometers, was used a s  an indication of the heat transfer 
through the thermal link. An electrical calibration of the thermal link was conducted 
during the basic thermal performance test of the second two-blanket MLI configuration 
by means of a direct-current electrical heater adhesively bonded to the top of the ther- 
mal  link. The result of the electrical calibration is shown in figure 10. 
All measurements were recorded on a high-speed digital data system. 
TEST PROCEDURE 
Insulation Thermal Performance Tests 
For a typical experimental run, the vacuum chamber was initially pumped down to 
less  than 1 x 1 0 ~ ~  newton per square meter ( I X I O - ~  torr)  vacuum level and then backfilled 
with gaseous helium to 30 newtons per square meter (2x10-I torr).  This procedure 
was repeated three times to insure a helium background in the vacuum chamber and in- 
sulation blankets. The vacuum chamber was then evacuated to the low newton per 
square meter torr )  range and held at that level for a t  least 48 hours to remove the 
interstitial gases from within the MLI blankets. The inner shroud assembly, closed- 
. 
loop temperature controllers were then turned on a s  well a s  the edge guard heater. The 
cold guards and measure tank were then filled with liquid hydrogen and allowed to vent 
directly to the atmosphere. A several hour chilldown followed, during which the MLI 
temperatures approached their steady-state values and the liquid-hydrogen boiloff rate 
approach 5000 standard cubic centimeters per minute (10.6 scfh), which was the upper 
limit that could be measured by the largest of the mass flowmeters. The tanks were 
retopped with liquid hydrogen as required. 
The pressure in the measure tank and cold guards was then brought under control by 
the closed-loop pressure-control system. Temperature stratification of the liquid hy- 
drogen in the measure tank was minimized by the copper wool and copper structural 
pcsts within the measure tank. The liquid-hydrogen boiloff rate continued to decrease to 
a steady-state value. Thermal equilibrium conditions were assumed to have been 
reached when the MLI temperatures changed less  than 0.6 K (lo R) over a 1-hour period 
and when the boiloff rate was within a 4 percent of a giver, value over a 4-hour period. 
Null Tests 
The null tests were conducted with the electrical power to all electrical heaters 
turned off and with liquid hydrogen circulating through the outer shroud. The vacuum 
chamber was backfilled with gaseous helium to 30 newtons per square meter 
(2x10-I torr) for a short time to increase the chilldown rate of the MLI blankets and the 
inner shroud assembly. The chamber was then evacuated again, and the test was con- 
tinued with all temperatures at or somewhat above liquid-hydrogen temperature until a 
steady-state boiloff rate was obtained. 
HEAT TRANSFER EQUATIONS 
The normal heat flux through each set  of MLI blankets was predicted using the fol- 
lowing equation obtained from reference 1: 
In equation (1) the first term represents the solid conduction heat-transfer *component, 
the second term represents the radiation component, and the third term represents the 
gaseous conduction component. The layer density N was the average value determined 
from thickness measurements of each of the MLI blankets. The hot and cold boundary 
temperatures (Th and Tc) used were the measured temperatures of the warmest and 
coldest cover sheet of the MLI blanket configuration. The predicted heat flux Q, was 
calculated assuming that the two-blanket MLI configuration acted as  one continuous MLI 
blanket so that the heat transfer between the two adjacent cover sheets (radiation shields 
17 and 18) could be treated in the same manner a s  any two radiation shields with a double 
silk net spacer between them. The room temperature emissivity etot of the radiation 
shields was the average value of total hemispherical emittance a s  determined by a Gier 
Dunkle reflectometer, model DB 100. The reflectometer provides a measurement of the 
near-normal reflectance pn of the surface of a sample. The total hemispherical emit- 
'tot h of the radiation shields was then calculated from the following equation as  
suggested by reference 1: 
The value of the interstitial pressure P used to calculate the predicted heat flux was as- 
sumed to be the measured vacuum chamber pressure. 
It was necessary to make a correction to the measured heat input to the measure 
tank due to any radial temperature gradients that might exist because of edge effects in 
the MLI blankets. The lateral (or radial) heat input was calculated on the basis of the 
measured MLI temperature profiles at radii of 53.3 and 58.4 centimeters (2 1.0 and 
23.0 in.) from the center of the measwre tank (see figs. 4 and 8). The lateral heat input 
for all radiation shields and cover sheets was calculated from 
where t = 8 x 1 0 ~ ~  meter (2 .63~10-~  ft), r2/r1 = 1.095, and N = 34. 
There is some uncertainty in the magnitude of the calculated values of the lateral 
heat input due to (1) the small differences in the measured values of the radiation shield 
temperature T1 and T2 and (2) the interpolation required to obtain shield temper- 
atures of the radiation shields between those on which the temperatures were actually 
measured. In general, however, the calculated lateral heat input was small compared 
with the measured heat input for each test and, therefore, should not create any large 
uncertainty 31 the corrected (or net) heat input to the measure tank. .. 
The thermal conductivity Km of the thin aluminum film deposited on the radiation 
shields and cover sheets was calculated from the following equation derived from infor - 
mation presented in reference 8: 
The contribution of radiation tunnelling and the Mylar to the overall effective lateral 
thermal conductivity of the aluminized Mylar radiation shields and cover sheets was con- 
sidered small, and was therefore neglected. 
The net heat input into the measure tank, which represented the actual thermal per- 
formance of the multilayer insulation (and seam or fiberglass strut, i f  present), was cal- 
culated from the following equation: 
The thermal conductivity Ks of the fiberglass strut was calculated from the follow- 
ing equation obtained from information presented in reference 7 : 
where Tav is the average of wall temperatures measured 2.5 and 5 .1  centimeters (1 
and 2 in. ) from the cold end of the strut. 
RESULTS AND DISCUSSION 
Thermal Performance of Multilayer Insulation with Butt Joint 
The basic thermal performance of the first MLI two-blanket configuration without 
the butt joint was determined first.  A summary of the measured thermal performance 
is shown in table I (test 2). The experimentally determined heat input into the measure 
tank of the calorimeter was 0.373 watt (1.275 Btu/hr). This value was then corrected 
for both the lateral heat input due to radial temperature gradients in the MLI test spec- 
imen and the null heat input (test 1, unpublished data obtained in a previous test  pro- 
gram). The negative value of the lateral heat input (table 1) calculated from the existing 
radial temperature gradient for test 2 indicated that the net lateral heat flow was radially 
outward (away from the measure tank) rather than inward. The resulting normal net 
heat input was 0.381 watt (1.301 Btu/hr) or a normal net heat flux of 0.388 watt per 
2 square meter (0. 123 Btu/hr-ft ). 
The predicted heat flux $ calculated for the test conditions existing during test 2 
2 was 0.387 watt per square meter (0.123 Btu/hr-ft ) as noted in table 11. The measured 
net heat flux was within approximately 0.3 percent of the predicted heat flux. The mag- 
nitude of the solid conduction, radiation, and gaseous conduction heat-transfer compo- 
nents a r e  also noted in table 11. The radiation component was calculated to be slightly 
greater than the solid conduction component, while the contribution of the gaseous con- 
duction component was very small. 
The radial and normal temperature profiles measured during test 2 are shown in 
figure 11. Shields 1, 17, 18, and 34 represent the cover sheets of the two MLI blankets. 
Most of the MLI radiation shields showed little radial temperature gradient existing over 
the measure tank (fig. l l (a) )  except for the first (coldest) cover sheet and perhaps the 
first few radiation shields. 
The experimentally determined normal temperature profile (fig. ll(b)) represents 
average values of the MLI shield temperatures obtained near the center of the test spec- 
imen. The experimental data a re  compared with a predicted temperature profile cal- 
culated from equation (1) using the experimentally measured vacuum-chamber pressure 
as the interstitial pressure P and using the predicted heat flux . The predicted % 
temperature profile was calculated continuously through the two-blanket MLT configura- 
tion assuming that the heat transfer between the two adjacent cover sheets (radiation 
shields 17 and 18) could be treated in the same manner a s  any two radiation shields with 
a double silk net spacer between. A very good agreement was obtained between the 
measured and predicted normal temperature profiles throughout both MLI blankets for 
the first MLI blanket configuration. 
The thermal performance of the first MLI two-blanket configuration with the butt 
joint incorporated in the blankets is shown in table I (test 3). The measured heat input 
was 0.584 watt (1.995 Btu/hr), and the net heat input was calculated to be 0.570 watt 
(1.947 Btu/hr). The difference in the values of the corrected heat input between test 2 
and 3 indicates that the degradation in thermal performance due to the butt joint was 
0. 189 watt (0. 646 Btu/hr) or 0. 169 watt per meter (0.176 Btu/hr-ft) along the length of 
the butt joint. The average value was about 0.30 watt per meter (0.32 Btu/hr -ft) that 
would be predicted for an assumed gap width of about 0.318 centimeter (0.125 in. ) from 
the following equation obtained from reference 9: 
The radial temperature profiles measured during test 3 are shown in figure 12. 
Some disturbance to the normal radial temperature profiles can be noted for the-inner 
cover sheet (shield 1) and probably the f irst  few radiation shields. Otherwise, no sig- 
nificant differences were noted in the radial temperature profiles between tests 2 and 3. 
Thermal Performance of Multilayer Insulation with Penetration 
The basic thermal performance of the second MLI two-blanket configuration is shown 
in table I (test 4). The experimentally determined heat input into the measure tank was 
0.473 watt (1. 615 Btu/hr). The corrected normal net heat input was 0.443 watt (1.513 
Btu/hr) , or  a normal net heat flux of 0.4 52 watt per square meter (0. 143 ~ t u / h r  -ft2). 
The predicted heat flux for this blanket configuration was calculated to be 0.494 watt per 
square meter (0. 157 ~ t u / h r - f t ~ )  a s  noted in table 11. The net measured heat flux was 
within 8.5 percent of the predicted heat flux. Because of the slightly higher layer density 
of the second MLI blanket, the solid conduction heat -transfer component (1) had in - 
creased from that calculated for the f irst  MLI blanket configuration (test 2) and (2) was 
greater than the radiation component calculated for test 4. 
The radial and normal temperature profiles measured during test 4 a re  shown in 
figure 13. The radial temperature profiles noted for this test a re  very similar to those 
noted previously for the f irst  MLI two -blanket configuration (fig. 1 l(a)) , although the 
slight difference was sufficient to change the correction for the lateral heat input from 
radially outward to radially inward. The measured normal temperature profile agreed 
fairly well with the predicted normal temperature profile (fig. 13(b)) for the assumed 
interstitial pressure of 1 . 7 ~ 1 0 - ~  newton per square meter (1.3x10-~ torr) and the pre- 
2 dicted heat flux of 0.494 watt per square meter (0.157 Btu/hr -ft ). 
The overall thermal performance of the second MLI two-blanket configuration mod- 
ified to allow the penetration of the tank support bracket and fiberglass strut is shown in 
table I (test 5). The measured heat input was 1.260 watts (4.302 Btu/hr), and the net 
heat input was calculated to be 0.986 watt (3.366 Btu/hr). It should be noted that a sub- 
sequent null test (test 7) indicated that the null heat input had increased to 0.23 5 watt 
(0.801 Btu/hr). Of this value, 0.149 watt (0.508 Btu/hr) (test 8) was attributed to the 
failure of an adhesive bond on the inner cold guard (fig. 14), thermally shorting eight 26 
gage copper instrument -lead wires for measure tank temperature measurements a s  well 
as the previous miscellaneous heat inputs (test 1). The remaining 0.086 watt (0.293 
Btu/hr) (the difference between tests 7 and 8) was attributed to ten 24- and 26-gage cop- 
per instrument-lead wires for the thermal link, which were thermally shorted to the 
inner cold guard by means of double-stick and aluminized Mylar tape. These adhesive 
bonds apparently remained intact through test 4. This was a t  least partially confirmed 
by visual inspection performed when the second MLI two-blanket configuration was re- 
moved from the calorimeter for modification. It is believed that the adhesive bonds 
.. 
failed when the calorimeter was chilled down for test 5. 
The radial temperature gradients existing in the MLI blankets for test 5 a re  shown 
in figure 15. The radial gradients in the plane of the axis of the fiberglass strut a re  
shown in figure 15(a) and normal to the plane of the strut in figure 15(b). Fairly signifi- 
cant radial temperature gradients out to a radius of approximately 50 centimeters (20 
in. ) can be noted directly underneath the end fitting of the strut where the MLI was 
slightly compressed and to each side of the tank support bracket. These gradients would 
lead to some heat transfer laterally along the radiation shields to the tank support 
bracket . 
The temperature gradient along the fiberglass strut for test 5 is shown in figure 16. 
The data indicate that ambient temperature was maintained along the strut to about 20 
centimeters (8 in.) from the cold end of the strut. The cold end temperature of 158 K 
(284' R) on the strut was achieved without imposing any significant tensile load on the 
strut. This would be representative of the zero gravity coast phase of a space vehicle 
where it is in a weightless condition. 
The presence of the tank support bracket and fiberglass strut increased the net heat 
input through the second MLI two-blanket configuration by 0.543 watt (1.854 Btu/hr). A 
summary of the breakdown of the overall heat input components is noted in table III and 
is also pictured in the following sketch: 
Heat input through 
fiberglass strut to 
thermal link Lateral MLI heat 
input to thermal 
link 
The total heat input through the thermal link was determined to be 0.446 watt (1.522 Btu/ 
hr). Of that total, the heat conduction along the strut  was calculated to  be 0.140 watt 
(0.478 Btu/hr). The remaining heat input through the thermal link can be  attributed to 
the lateral heat flow along the radiation shields and cover sheets in the vicinity of the 
tank support bracket for the strut; this heat input is then 0.306 watt (1.044 Btu/hr). The 
portion of the net heat input not conducted through the thermal link must be attributed to 
the normal net heat input through multilayer insulation; this value is then 0. 540 watt 
(1.844 Btu/hr). The total heat input that can then be attributed to the MLI (normal plus 
lateral heat flow to the thermal link) is then 0.846 watt (2.888 ~ t u / h r ) ) .  Since the pre- 
viously measured heat input through the MLI without the penetration (test 4) was 0.443 
watt (1.513 Btu/hr), the degradation in the thermal performance of the MLI due to the 
presence of the penetration was 0.403 watt (1.376 Btu/hr) . 
Some possibility exists that the null heat input correction of 0. 020 watt (0.070 Btu/ 
hr )  used for test 4 (table I) could also apply to test 5 rather than the value of 0.235 watt 
(0.801 Btu/hr) that was used. For this case the net heat input into the measure tank 
would have been 1.201 watts (4. 101 Btu/hr), and the degradation in the thermal perform- 
ance of the MLI due to the presence of the penetration would have been 0. 618 watt (2. 110 
Btu/hr). The difference between 0.403 and 0.618 watt (1.376 and 2.110 Btu/hr) repre- 
sents a potential range of values that could be assigned to the degradation of the MLI 
thermal performance. On the basis of visual observation of the copper electrical leads 
thermally shorted to the inner cold guard before test 5, the value of 0.403 watt (1.376 
Btu/hr) is believed to be the more correct value for degradation of the MLI thermal per - 
formance due to the presence of the fiberglass strut. 
A second thermal performance test with the fiberglass strut penetrating the two 
blankets of MLI was conducted with the vacuum level in the vacuum chamber increased 
to approximately 6 . 4 ~ 1 0 - ~  newton per square meter (4. 8 x 1 0 ~ ~  torr)  by bleeding in gas- 
eous helium. This test was conducted to duplicate a similar test condition imposed on 
the CSTV. The thermal performance of the insulation at this vacuum level is noted in 
tables I ,  11, and 11' (test 6). The measured heat input was 2.410 watts (8.228Btu/hr), 
and the net heat input was calculated to be 2.103 watts (7.180 Btu/hr). The predicted 
heat flux for undisturbed (i. e. , not disturbed by the presence of a penetration in the vi- 
No t input 
ne 
Measure tank a 
Null heat input 
cinity) multilayer insulation at this vacuum level is 1.938 watts per square meter 
2 (0.615 Btu/hr-ft ) a s  noted in table 11. The gaseous conduction component accounts for 
approximately 75 percent of the total predicted heat flux. 
The radial temperature profile for the multilayer insulation (test 6) is shown in fig- 
ure 17(a). The general decrease in radiation shield temperatures in the vicinity of the 
tank support bracket for the fiberglass strut  is similar to that noted a t  the lower vacuum 
level (test 5). The normal temperature profile of the insulation is shown in figure 17@). 
The experimental temperatures shown a r e  the average temperatures measured at a ra- 
dial distance of 53. 3 centimeters (2 1. 0 in. ) from the center of the insulation. Although 
these temperatures may have been slightly influenced by the presence of the penetration 
or the edge guard, they appear to be fairly representative of the undisturbed temperatur& 
profile. The predicted temperature profile was obtained from equation (1) using the pre- 
2 dicted heat flux of 1.938 watts per square meter (0. 615 Btu/hr-ft ). The predicted nor - 
ma1 temperature profile is somewhat lower than the measured temperature profile. The 
temperature profile along the fiberglass strut (fig. 18), was very similar to that obtained 
in the previous test. The heat inputs calculated for the thermal link and fiberglass strut 
along with those attributed to the lateral and normal heat flow through the multilayer in- 
sulation a re  noted in table III. Since the predicted, undisturbed MLI heat input was 1.902 
watts (6.494 Btu/hr) and the heat input attributed to the fiberglass strut was 0. 145 watt 
(0.495 Btu/hr), the calculated thermal performance degradation of the MLF blankets in 
the vicinity of the strut was 0.056 watt (0.191 Btu/hr). 
The last tests conducted were two additional null tests to determine if the value of 
the null heat leak into the measure tank (test 1) had changed during the course of the test 
program. These null tests (tests 7 and 8) were conducted with the second, two-blanket 
multilayer insulation configuration and with fiberglass strut still mounted on the calorim- 
eter. This, however, did not influence the test results as  the insulation and strut tem- 
peratures were all reasonably close (within 22 K (40' R)) of liquid-hydrogen temperature. 
The total predicted heat input through the undisturbed MLI blankets would have been only 
about 0.005 watt (0.017 Btu/hr) as noted in table 11 for test 7 .  Temperature measure- 
ments along the thermal link indicated that there was no heat flow along the link from the 
fiberglass strut. These null tests (tests 7 and 8, tables I and 11) indicated that the null 
heat input had increased to 0.235 watt (0.801 Btu/hr) a s  discussed previously. 
SUMMARY OF RESULTS 
An experimental investigation was conducted to determine the degradation in the 
thermal performance of a multilayer insulation due to the presence of a seam and a pen- 
etration. The multilayer insulation, which was basically the same as  that tested pre- 
viously on a cryogenic storage test vehicle at Lewis, consisted of two blankets of insula- 
tion. Each blanket contained 15 double-aluminized Mylar radiation shields alternated 
with 16 double silk net spacers. The radiation shields and silk net spacers for each 
blanket were enclosed between two laminated aluminized Mylar/Dacron scrim cover 
sheets. The seam configuration consisted of a butt joint in each insulation blanket that 
was offset by 8.9 centimeters (3.5 in. ). The penetration configuration was a cylindrical 
fiberglass tank support strut identical to the ones used with the cryogenic storage test 
vehicle. 
The flat, circular insulation blankets were tested on a flat -plate calorimeter 152 
centimeters (60 in. ) in diameter. All insulation thermal performance tests  were con- 
ducted under vacuum conditions at a nominal hot-boundary temperature of 300 K (540' R) 
with liquid hydrogen as  the heat sink. 
The following experimental test results were obtained: 
1. The basic thermal performance of the undisturbed MLI blankets was 0.388 and 
2 0.452 watt per square meter (0.123 and 0.143 Btu/hr-ft ) for the two sets  of MLI blan- 
kets tested. These two experimental values were within 8.5 percent of the predicted 
values obtained from the semiempirical equation presented in reference 1 using the meas- 
ured vacuum chamber pressure a s  the multilayer insulation interstitial pressure. 
2. The ijffset butt-joint configuration tested provided an additional heat input of 0.169 
watt per meter (0.176 Btu/hr-ft) along the length of the seam. This was somewhat less  
than the predicted degradation of 0.30 watt per meter (0.32 Btu/hr -ft). * 
3. The presence of the fiberglass strut penetrating the MLI blankets caused (1) a 
disturbance in the radial temperature profile of the MLI out to a radius of approximately 
50 centimeters (20 in. ) and (2) an additional net heat input of 0.543 watt (1.854 Btu/hr). 
Of this value, 0. 140 watt (0.478 Btu/hr) of heat input could be attributed directly to heat 
conduction along the fiberglass strut. The actual degradation in the thermal performance 
of the MLI due to the presence of the penetration was then 0.403 watt (1.376 Btu/hr). 
4. The thermal performance test of the MLI blankets with the fiberglass strut at a 
vacuum level of 6 . 4 ~ 1 0 ~ ~  newton per square meter ( 4 . 8 ~ 1 0 ~  torr)  indicated a total heat 
input of 2. 103 watts (7.180 Btu/hr). Because the predicted, undisturbed MLI heat input 
was 1.902 watts (6.494 Btu/hr) and the heat input attributed to the fiberglass strut was 
0. 145 watt (0.495 Btu/hr), the calculated thermal performance degradation of the MLI 
blankets in the vicinity of the strut was 0.056 watt (0.191 Btu/hr). 
Lewis Research Center, 
National Aeronautics and Space Administration, 
Cleveland, Ohio, March 3, 1976, 
506-21. 
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TABLE I. - FLAT-PLATE CALORTMETER TEST RESULTS 
TABLE II. - PREDICTED BASIC THERMAL PERFORMflNCE OF MULTILAYER INSULATION 
BLANKETS ON FLAT-PLATE CALORIMETER 





a~reviously unpublished data. 























Null test (no MLI) 
Two-blanket MLI 
Two-blanket MLI with 
butt joint 
Two-blanket MLI 
Two-blanket MLI with 
fiberglass strut 
Two-blanket MLI with 
b fiberglass strut 
Null test (with MLI 
and strut) 
Null test (with MLI 
and strut, copper 
wires to thermal 
link removed) 
Corrections to 



















































~ / m ~  
7 . 6 ~ 1 0 ' ~  
1 . 7 ~ 1 0 ~  
6 . 4 ~ 1 0 ' ~  













































TABLE m. - SUMMARY OF HEAT INPUTS FOR TESTS WITH FIBERGLASS STRUT 
r Outer shroud (liquid hydrogen 
1 o r  l iquid nitrogen temperature 
control) 
I Inner shroud assembly Cooling coils \ I 1E (electrical temperature 
/ /  \\ \ \ \  I \control) 
/ . I 1 '  \ 
r Conical tank support 
Measure tank vent 
r Measure tank f i l l  
Vent to cold guard ullage 
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1 Cover sheet 71 "',, 11 , , ,T  B U ~  joint  \ First blanket 
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,/ /" 1 1 1 tank 11 1 - 1 1 n n e r  I cold Edge 112 - Diam 4 I I- 147 - Diam -4 
Figure 4. - Butt-joint and radial thermocouple locations for f i rs t  MLI blanket config- 
uration. NOTE: Radial thermocouple locations are typical of cover sheets (radiation 
shields 1, 17, 18, and 34) and inner  radiation shields 9and 26. (All dimensions 
are i n  cm. 
Figure 5. - Installation of MLI blankets with butt joint. 
~ * & % !  Fibemlass strut 
Figure 6. - Installation of fiberglass strut. 
(a) Front view. 
(b) Side view. 
Figure 7. - Installation of MLI blankets with fiberglass strut. 
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Figure 9. - Facility pressure control and boiloff measurement systems. 
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Figure 10. - Thermal-link calibration. 
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(a) Radial temperature profile. (b) Normal temperature profile. Chamber pressure, 7 . ~ 1 0 - ~  newton per square 
meter; layer density. 17.4; radiation shield emissivity. Q 0%. 
Figure 11. - MLI temperature profiles for basic thermal performance test; test 2. 
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Figure 12. - Radial MLI temperature profile for MLI blankets incorporating butt  joint; test 3. 
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(a) Radial temperature profile. ( b l  Normal temperature profile. Chamber pressure, 1.7x10-~ Mvdon per square 
meter; layer density, 20.6; radiation shield emissivity. 0.038. 
Figure 13. - MLI temperature profiles for basic thermal performance test: test 4. 
Figure 14. - Area where adhesive bond required to thermally short instrumentation leads to cold 
guard failed. 
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Figure 15. - Radial MLI temperature profi le for MLI blankets incorporating penetration; test 5. 
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Open symbols denote thermocouple locations 
parallel to strut axis 
Solid symbols denote thermocouple locations 
normal to strut axis 
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(b) Normal temperature profile. Heat flux. 1: 938watts per 
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Figure 17. - MLI temperature profile (gaseous helium background) with fiberglass strut. Chamber pressure, 6.4x10-~ newton per square 
meter; test 6. 
- 
- 1 -v----- % - V .. .. v 1 
z o  I I ' I ' I  1 1 1  1 1 1 1  I I I I I I I I I I I I I , I I I I I  
* 




Radial distance, cm 
E (a) Radial temperature profile. 
P 
160kd 0 ! ' 0 II ' 2 4 A ' 3; 
Distance from cold end, crn 
Figure 18. - Temperature profile along fiberglass strut; test 6. 
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